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 GBS 01
Product-ID:  603059 

General:

GBS 02
Product-ID:  603146 

General:

Beschreibung:

Measuring ranges:

    Available ranges:

   Overload (bar):

Output signal:

Permissible impedance: A

Permissible load:

Auxiliary energy:

Accuracy:
   GBS01:

   GBS02:

Hysteresis (% of span):

Repeatabilty (% of span): 

Stability per year 
(% of span):

Operating temperature:

(% of span):

Filling:

Housing:

Probe dimensions:

Connection:

Options GBS01:
extra long connection cable (PUR)

Options GBS02:

output signal 0-10 V

lightning protection, 
 
- protection, meas. range 16 and 25 bar

WATER LEVEL / WELL PROBE
TANK CONTENTS MEASURING PROBE

 GEE 771C-DN15
Product-ID:  602917 

GEE 771C-DN20 
Product-ID:  602918 

GEE 771C-DN25 
Product-ID:  602919 

Application:
Leakage detection: Consumption of compressed air despite of shut-down installations 

General:

• read-out of consumption meter

Measuring unit:

Measuring range: 3

3

3

Meas. range temperature:

Output 1:

Output 2: Pulse output or switching output

Power supply:

Working temperature:

Media temperature:

Working pressure:

Accessories and spare parts:
GEE-KH-DN15
Product-ID:  604559 

GEE-KH-DN20
Product-ID:  604560 

GEE-KH-DN25
Product-ID:  607966 

GEE-AK-2m
Product-ID:  607967 

INLINE COMPRESSED AIR FLOWMETER FOR 
COMPRESSED AIR CONSUMPTION MEASUREMENTS

FOR SIMPLE AND INEXPENSIVE

APPLICATIONS
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